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O V E R V I E W

1 Locking screws

2 SMA IP68 antenna connector

3 RS485 cable gland

4 AI/DI cable gland

5 SIM holder

6 USB-C connector

7 LED indicator

8 Battery connector

9 NFC

A D+ signal for Modbus communication

B D- signal for Modbus communication

GND Ground for Modbus communication

DI3 Digital input 3

DI2 Digital input 2

DI1 Digital input 1

GND Ground for digital inputs

AI3 Analog input 3

AI2 Analog input 2

AI1 Analog input 1

GND Ground for analog inputs
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Removable terminal block for AI/DI

OpenClosed

Removable terminal block for RS485

Note: Further information regarding the electrical features of the 
inputs can be found at the following link: 
https://nethix.com/en/products/datalogger/deeploglite/
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P R E L I M I N A R Y  O P E R AT I O N S

Remove the cover using a star-head 
screwdriver on the locking screws.

Insert the SIM into the proper slot, 
as shown below.

Tighten the antenna to the relevant 
connector.

Note: Before inserting the SIM, make 
sure that the PIN code has been re-
moved and that the SIM is enabled for 
data traffic.
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F I R S T  S E T- U P

Click on the following link to access the on-line configurator, that allows to set all operational parameters of DeepLog LITE: 
https://nethix.com/en/products/datalogger/wizard/deeploglite/
Here below are the instructions for setting the first configuration, in order to check the device functionality:

Select General settings > Networking
Set a valid APN for the SIM 
	 (e.g.: ibox.tim.it for TIM Italia)
Set a valid Ping server 
	 (e.g.: 8.8.8.8. for TIM Italia)
Set at least one valid NTP server 
	 (e.g.: 0.pool.ntp.org)
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https://nethix.com/en/products/deepLogFamily/deepLogLite/deepLogLite-config 
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Select Data delivery > Data delivery
Select MQTT on the field Type
Enter the parameters required for the communication 
to the selected MQTT broker.  
Alternatively it’s possible to make a first check using the 
following parameters: 
Broker: broker.hivemq.com
Port: 1883
Client ID: deeplog_test
Pub topic: deeplog_test
QoS: 1
TLS: All

Note: The above mentioned parameters refer to a public bro-
ker, that doesn’t depend on Nethix and for which the perfor-
mance is not granted. The use of this broker is intended for 
test purposes only.
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In order to check the functionality of the device, it’s nec-
essary to enable at least one variable, following the ex-
ample reported on the screenshot on the right.
If the configuration procedure is correct, the tab 

will be clickable and allow to download the file to be 
transferred to the device. 
It’s possible to assign a name at your choice to the file 
(for instance deeplog-lite-config.json), but keeping the 
.json extension.

Note: In case of configuration errors, the following icon 
will appear beside the wrong field.
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Disconnect the battery from DeepLog 
LITE, removing the connector.

Connect the device to the PC, using 
a USB-C data-cable and wait about 
10 seconds.

The PC detects the device as a new Mass Storage pe-
ripheral, where a README file contains some additional 
information regarding the format and the name of the 
uploadable files.
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Drag and drop the newly downloaded file from the 
on-line configurator to the mass storage peripheral.
The peripheral will automatically be removed from 
the PC and then immediately recreated within a few 
seconds.
At this stage another file will be available inside the 
mass storage peripheral:
•	 SUCCESS if the uploaded configuration has been 

considered valid
•	 FAIL in case of error
If the available file is SUCCESS, disconnect the 
USB-C cable from the device and proceed.
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The device is now configured with all necessary parameters to make a first communication with the desired IoT platform; once connected the battery, DeepLog LITE will try 
to send data to the broker, previously configured on the section Data Delivery of the configurator.

If the example parameters (as suggested above) have 
been entered, it’s possible to click on the following link in 
order to access a test web client:

https://mqttx.app/web-client

Click on + New Connection1

1

https://mqttx.app/web-client
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Enter the following parameters on the section General:
Name: test
Host: wss:// | broker.hivemq.com
Port: 8884
Client ID: keep the one proposed on the page
Path: /mqtt
SSL/TLS: ON
SSL Secure: OFF
Leave unchanged the parameters available on the sections 
Advanced and Last Will and Testament.
Click on Connect.
The notification Connected iappears in the top right cor-
ner, if the connection has been successfully established.
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Click on + New Subscription.
A new pop-up opens. There must be entered the neces-
sary parameters.
For configuring a demo, set as shown in the picture:
Topic: deeplog_test/#
QoS: 1
 Save the settings clicking on Confirm.
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Note: In case no message appears, check the configuration 
and restart the procedure. Make sure that the SIM is insert-
ed and enabled for the data traffic, without PIN code and with 
enough credit.

Connect the battery pack to DeepLog LITE and wait 
about 1 minute.

The Log, sent by the device, should then appear inside 
the Test Web Client, on the section of messages.



Congratulations, DeepLog LITE is now con-
figured and ready to be used!
For any further information about the prod-
uct or software don’t hesitate to contact us:

Nethix S.r.l.
+39 0423 770750
info@nethix.com
www.nethix.com


