
IoT solutions for the neXT generation

REMOTE DISCONNECTION SYSTEM

WE151_teledistacco_EN_ v1.0
28/04/26

•	 Enabling/disabling remote disconnection via SMS in compliance with CEI 0-16
•	 Monitoring the plant status via SMS
•	 Sending alarms and commands via SMS
•	 Input/Output control and monitoring
•	 Management of the authorised users list
•	 Remote software updates
•	 Configuration backup/restore

MAIN FEATURES

WE151, thanks to the integrated GSM-LTE modem and the on-board inputs/outputs, is the ideal 
device for managing plants that require a remote disconnection system.
The easy-to-use configuration interface allows you to manage the list of authorised numbers, the 
syntax of commands to be sent by the operator, the disconnection timings, the opening confirma-
tion feedback and much more.
WE151 also enables a more advanced system management as, in addition to standard remote 
disconnection operations, it allows generation of alarm notification messages.

WE151 meets the requirements of italian AEEG resolution 421/2014 and complies with italian Standard CEI 0-16; 
V4:2025 to ensure safety under all operating conditions of the medium- and high-voltage networks.
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TECHNICAL SPECIFICATIONS
Power source 9-32 VDC

Analog inputs 2 (0-5 VDC / 0-10 VDC / 0-20 mA /  
	 4-20 mA / NTC)

Digital inputs 4	(Dry contact) 
	 Mode: Counter / On-Off / 
	 Hour meter / Flow meter

Outputs 2	Relays (1 A 230 VAC / 30 VDC)

Ports 1	 USB Type-C (only for configuration)
2	RS232
1	 RS485

Consumption Average 500 mA, peak 2 A

Weight 150 g

Working
temperature

-15 °C ÷ +55 °C

Storage
temperature

-25 °C ÷ +85 °C

Humidity 5% ÷ 80% (non condensing)

CODE PRODUCT DESCRIPTION

90.01.010-TD WE151 Disconnection unit with LTE technology

90.92.101 USB-A > USB-C cable Programming cable - 50 cm


